


Assembling the                            system:
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STEP TWO:   
Installing the                             bulbs

Ensure all switches are off and the
lamp is unplugged from the wall.
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STOP! MAKE SURE THE                                LAMP IS
UNPLUGGED BEFORE STARTING THE INSTALLATION.
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Lampshade (1)
Lamp Body with                              Module (1)
                             Center LED Bulb (1)
LED Side Socket Bulbs (2)
Harp & Finial Set (1)
Wireless Remote System with Manual (1)

STEP ONE:   
Installing the harp

Unpack all contents of the boxes and make
sure the following parts have been included
and are in good condition:

Squeeze the harp together and insert
into harp slots (see Figure 1). Pull up
gently to secure harp into sockets. You
will feel the harp click into place.
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STEP THREE:  
Illumination power and dimming

The center bulb is powered by the
right switch and the two side bulbs
are controlled by the left switch.

CAUTION:  The                         housing contains no
user serviceable parts. Do not open the housing.

If you have questions, please contact us
and our support team will be happy to help.

Install two LED side bulbs into the
two angled side sockets.

Install the                             bulb into the
center vertical socket (See Figure 2).

Flip both switches to the “ON”
position to operate the lamp using
the remote dimmer. To bypass the
dimmer and use the lamp
switches, plug the lamp directly
into a wall outlet.

Remove tab from the remote.
Plug receiver into wall outlet.
Plug your lamp into the receiver’s
outlet.

STEP FOUR:  
Connecting the wireless remote
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Please review the detailed  instructions
included with the Wireless Remote
System to power the                    and
control brightness levels.

microsunXLmicrosunXL

microsunXLmicrosunXL

microsunXLmicrosunXL

microsunXLmicrosunXL

microsunXLmicrosunXL

Wall Plate Receiver

Wireless
Remote

Center
Socket

Side Socket Side Socket

Figure 2


